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Technical Data Sheet

AD-109
Quenching Oil Additive Package

Description
ROLITOM AD-109 Quenching Oil Additive Package is a multifunctional additive package
compounded with high-performance antioxidants, cooling accelerators, brighteners, rust
inhibitors and corrosion inhibitors. It has passed professional bench performance tests and
delivers excellent cooling performance.
Quenching oils formulated with this additive package achieve ideal characteristic cooling
temperatures and cooling durations, offering fast cooling speeds and bright metal
workpiece surfaces after heat treatment.
It is applicable for blending conventional quenching oil, fast bright quenching oil and fast
quenching oil that meet the requirements of standard SH 0564-93.

Recommended Dosage (Wt%)
Finished Quenching Oil Grade Recommended Addition Rate (wt%)

Conventional Quenching Oil 3.5%

Fast Bright Quenching Oil 4.5%

Fast Quenching Oil 5.5%

Physical & Chemical Specifications
Test Item Specifications Test Standard

Appearance Light brown transparent liquid Visual
Inspection

Kinematic Viscosity at 100℃,
mm²/s (cSt)

Actual measured value, refer to factory
test report GB/T 265

Closed Flash Point, ℃ ≥150 (adjustable range:150~250) GB/T 267

Mechanical Impurity, % ≤0.05 GB/T 511

Water Content, % ≤0.01 GB/T 260

Packaging Information
Standard Package
1. 200L metal steel drum: Net weight 180kg per drum
2. 25L plastic chemical drum: Net weight 22kg per drum
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3. IBC 1000L tote tank and bulk tank truck supply are available upon customer request.
Sealing & Protection
Drum cap equipped with oil-resistant sealing gasket to prevent leakage; stretch film and
pallet can be equipped for bulk logistics delivery.

Storage, Handling & Transportation
 Storage, loading, unloading and oil blending operations shall comply with SH/T 0164.
 Max working temperature shall not exceed 75℃; maximum temperature for long-term

storage shall not exceed 45℃.
 Safety property: Non-flammable, non-explosive and non-corrosive. Operation,

environmental protection and safety requirements are consistent with general
petroleum products, no special protective measures required.


	Storage, Handling & Transportation

